OFFICIAL USE ONLY

City of Ketchum

Planning & Building

Design Review Application

Submit completed application and documentation to planningandzoning@ketchumidaho.org Or hand deliver to Ketchum City Hall, 191 5t St. W.
Ketchum, ID If you have questions, please contact the Planning and Building Department at (208) 726-7801. To view the Development Standards,
visit the City website at: www.ketchumidaho.org and click on Municipal Code. You will be contacted and invoiced once your application package is
complete.

APPLICANT INFORMATION

Project Name: Bigwood Property Owners Clubhouse Phone:  (208)726-4565

Owner: Bigwood Property Owners Association Mailing Address:

Email: MUlIman@charteroak-equity.com PO Box 933, Ketchum ID 83340
Architect/Representative: Scott Prentice Architects Phone: (310)991-4763

Email: scott@scottprenticearchitects.com Mailing Address:

Architect License Number: AR-986291 PO Box 518, Pacific Palisades CA 90272
Engineer of Record: Plan North Engineers Phone: (208)874-3996

Email: kaleb@plan-north.com Mailing Address:

Engineer License Number:  p-21631 1401 S Robert St. Boise ID 83705

Primary Contact Name and Phone Number:  Scott Prentice, (310)991-4763

PROJECT INFORMATION

Legal Land Description:  Block 19, Bigwood Subdivision ‘ Street Address: None
Lot Area (Square Feet): 108,161 | Zoning District:  RU | RPK#:  RPK04260000190
Overlay District: CIFloodplain 1 Avalanche [IMountain [INone
Type of Construction: kINew [CJAddition [Remodel [1Other
Anticipated Use:  Homeowners Clubhouse, Storage, Restroom/ Changing | Number of Residential Units:
GROSS FLOOR AREA

Proposed Existing
Basements Pool Storage/ Equipment 31213 Sq. Ft. 31213 Sq. Ft.
1%t Floor Detached Golfers Restroom 51.79 Sq. Ft. To Be Demolished 4446.75 (Approx.) Sq. Ft.
2" Floor GROUND FLOOR Clubhouse 1792.27 Sq. Ft. | To Be Demolished 600 (Approx.) Sq. Ft.
3 Floor SECOND FLOOR Clubhouse 0 Sq.Ft. Sq. Ft.
Mezzanine Sq. Ft. Sq. Ft.
Total 2156.19  Sq. Ft. 5358.88 (Approx.) Sq. Ft.
FLOOR AREA RATIO
Community Core: Tourist: | General Residential-High:

BUILDING COVERAGE/OPEN SPACE

Percent of Building Coverage: 2% Proposed, 5% Existing

DIMENSIONAL STANDARDS/PROPOSED SETBACKS

Front: 30’ Standard, 246’ Proposed ‘ Side: 15’ Std, 52’ Proposed | Side:15' std, 142’ Proposed‘ Rear: 15 Std, 17’ Proposed

Building Height:  23-31/2"

OFF STREET PARKING

Parking Spaces Provided: (60) Existing to Remain‘ Curb Cut: Existing Sq. Ft. | %
WATER SYSTEM

XI Municipal Service Existing 0 Ketchum Spring Water

The Applicant agrees in the event of a dispute concerning the interpretation or enforcement of the Design Review Application in which the city of Ketchum is the
prevailing party, to pay the reasonable attorney fees, including attorney fees on appeal and expenses of the city of Ketchum. I, the undersigned, certify that all
information submitted with and upon this application form is true and accurate to the best of my knowledge and belief.

4/1/24

\YARELLAY i

Signature of Owner/Representative Date
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DESIGN REVIEW EVALUATION STANDARDS

(May not apply to Administrative Design Review):

17.96.060: IMPROVEMENTS AND STANDARDS FOR ALL PROJECTS

A. Streets:
1.

The applicant shall be responsible for all costs associated with providing a connection from an existing city
street to their development.

2. All street designs shall be approved by the City Engineer.
B. Sidewalks:

1. All projects under 17.96.010(A) that qualify as a “Substantial Improvement” shall install sidewalks as required
by the Public Works Department.

2. Sidewalk width shall conform to the city's right of way standards; however the city engineer may reduce or
increase the sidewalk width and design standard requirements at their discretion.

3. Sidewalks may be waived if one of the following criteria is met:

a. The project comprises an addition of less than two hundred fifty (250) square feet of conditioned space.

b. The city engineer finds that sidewalks are not necessary because of existing geographic limitations,
pedestrian traffic on the street does not warrant a sidewalk, or if a sidewalk would not be beneficial to
the general welfare and safety of the public.

4. The length of sidewalk improvements constructed shall be equal to the length of the subject property line(s)
adjacent to any public street or private street.

5. New sidewalks shall be planned to provide pedestrian connections to any existing or future sidewalks adjacent
to the site. In addition, sidewalks shall be constructed to provide safe pedestrian access to and around a
building.

6. The city may approve and accept voluntary cash contributions in lieu of the above described improvements,
which contributions must be segregated by the city and not used for any purpose other than the provision of
these improvements. The contribution amount shall be one hundred ten percent (110%) of the estimated
costs of concrete sidewalk and drainage improvements provided by a qualified contractor, plus associated
engineering costs, as approved by the city engineer. Any approved in lieu contribution shall be paid before
the city issues a certificate of occupancy.

C. Drainage:

1. All storm water shall be retained on site.

2. Drainage improvements constructed shall be equal to the length of the subject property lines adjacent to any
public street or private street.

3. The City Engineer may require additional drainage improvements as necessary, depending on the unique
characteristics of a site.

4. Drainage facilities shall be constructed per city standards.

D. Utilities:

1. All utilities necessary for the development shall be improved and installed at the sole expense of the applicant.

2. Utilities shall be located underground and above grade utility, power and communication equipment within
the development site shall be concealed from public view.

3. When extension of utilities is necessary all developers will be required to pay for and install two (2”) inch

SDR11 fiber optical conduit. The placement and construction of the fiber optical conduit shall be done in
accordance with City of Ketchum standards and at the discretion of the City Engineer.



E. Compatibility of Design:
1. The project's materials, colors and signing shall be complementary to the townscape, surrounding
neighborhoods and adjoining structures.
2. Preservation of significant landmarks shall be encouraged and protected, where applicable. A significant
landmark is one which gives historical and/or cultural importance to the neighborhood and/or community.
3. Additions to existing buildings, built prior to 1940, shall be complementary in design and use similar material
and finishes of the building being added to.
F. Architectural:
1. Building(s) shall provide unobstructed pedestrian access to the nearest sidewalk and the entryway shall be
clearly defined.
2. The building character shall be clearly defined by use of architectural features.
3. There shall be continuity of materials, colors and signing within the project.

4. Accessory structures, fences, walls, and landscape features within the project shall match or complement the
principal building.

5. Building walls shall provide undulation/relief, thus reducing the appearance of bulk and flatness.

6. Building(s) shall orient towards their primary street frontage.

7. Garbage storage areas and satellite receivers shall be screened from public view and located off alleys.

8. Building design shall include weather protection which prevents water to drip or snow to slide on areas where

pedestrians gather and circulate or onto adjacent properties.
G. Circulation Design:

1. Pedestrian, equestrian, and bicycle access shall be located to connect with existing and anticipated easements
and pathways.

2. Awnings extending over public sidewalks shall extend five (5’) feet or more across the public sidewalk but shall
not extend within two (2’) feet of parking or travel lanes within the right of way.

3. Traffic shall flow safely within the project and onto adjacent streets. Traffic includes vehicle, bicycle,
pedestrian, and equestrian use. Consideration shall be given to adequate sight distances and proper signage.

4. Curb cuts and driveway entrances shall be no closer than twenty (20’) feet to the nearest intersection of two
or more streets, as measured along the property line adjacent to the right of way. Due to site conditions or
current/projected traffic levels or speed, the City Engineer may increase the minimum distance requirements.

5. Unobstructed access shall be provided for emergency vehicles, snowplows, garbage trucks and similar service
vehicles to all necessary locations within the proposed project.

H. Snow Storage:

1. Snow storage areas shall not be less than thirty percent (30%) of the improved parking and pedestrian

circulation areas.

Snow storage areas shall be provided on-site.

A designated snow storage area shall not have any dimension less than five (5’) feet and shall be a minimum
of twenty-five (25) square feet.

4. In lieu of providing snow storage areas, snow melt and hauling of snow may be allowed.

I.  Landscaping:

1. Landscaping is required for all projects.

2. Landscape materials and vegetation types specified shall be readily adaptable to a site's microclimate, soil
conditions, orientation and aspect, and shall serve to enhance and complement the neighborhood and
townscape.

3. All plant species shall be drought tolerant. Native species are recommended but not required.



4.

Landscaping shall provide a substantial buffer between land uses, including, but not limited to, structures,
streets and parking lots. The development of landscaped public courtyards, including trees and shrubs where
appropriate, shall be encouraged.

J.  Public Amenities:

1.

Where sidewalks are required, pedestrian amenities shall be installed. Amenities may include, but are not
limited to, benches and other seating, kiosks, bus shelters, trash receptacles, restrooms, fountains, art, etc.
All public amenities shall be approved by the Public Works Director prior to design review approval from the
Commission.

17.96.070: COMMUNITY CORE (CC) PROJECTS

In addition to the requirements of section 17.96.060, unless otherwise specified, the below standards apply to projects in
the Community Core district.

A. Streets:

1. Street trees, streetlights, street furnishings, and all other street improvements shall be installed or

constructed as determined by the Public Works Department.

2. Street trees with a minimum caliper size of three inches (3"), shall be placed in tree grates.
3. Due to site constraints, the requirements of this subsection A may be modified by the Public Works

Department.

B. Architectural:

1.

Facades facing a street or alley or located more than five (5’) feet from an interior side property line shall be
designed with both solid surfaces and window openings to avoid the creation of blank walls and employ similar
architectural elements, materials and colors as the front facade.

For nonresidential portions of buildings, front building facades and facades fronting a pedestrian walkway
shall be designed with ground floor storefront windows and doors with clear transparent glass. Landscaping
planters shall be incorporated into facades fronting pedestrian walkways.

For nonresidential portions of buildings, front facades shall be designed to not obscure views into windows.
Roofing forms and materials shall be compatible with the overall style and character of the structure.
Reflective materials are prohibited.

All pitched roofs shall be designed to sufficiently hold all snow with snow clips, gutters and downspouts.
Roof overhangs shall not extend more than three (3’) feet over a public sidewalk. Roof overhangs that extend
over the public sidewalk shall be approved by the Public Works Director.

Front porches and stoops shall not be enclosed on the ground floor by permanent or temporary walls,
windows, window screens, or plastic or fabric materials.

C. Service Areas and Mechanical/Electrical Equipment:

1.

Trash disposal areas and shipping and receiving areas shall be located within parking garages or to the rear of
buildings. Trash disposal areas shall not be located within the public right of way and shall be screened from
public views.

Roof and ground mounted mechanical and electrical equipment shall be fully screened from public view.
Screening shall be compatible with the overall building design.

D. Landscaping:

1.

3.

When a healthy and mature tree is removed from a site, it shall be replaced with a new tree. Replacement
trees may occur on or off site.

Trees that are placed within a courtyard, plaza or pedestrian walkway shall be placed within tree wells that
are covered by tree grates.

The city arborist shall approve all parking lot and replacement trees.

E. Surface Parking Lots:



Surface parking lots shall be accessed from off the alley and shall be fully screened from the street.

Surface parking lots shall incorporate at least one (1) tree and one (1) additional tree per ten (10) onsite
parking spaces. Trees shall be planted in landscaped planters, tree wells and/or diamond shaped planter boxes
located between parking rows. Planter boxes shall be designed so as not to impair vision or site distance of
the traveling public.

Ground cover, low lying shrubs, and trees shall be planted within the planters and planter boxes. Tree grates
or landscaping may be used in tree wells located within pedestrian walkways.

Bicycle Parking:

1.

One (1) bicycle rack, able to accommodate at least two (2) bicycles, shall be provided for every four (4) parking
spaces as required by the proposed use. At a minimum, one (1) bicycle rack shall be required per development
on private property. Bike racks shall not be located in the public right-or-way.

When the calculation of the required number of bicycle

racks called for in this section results in a fractional

number, a fraction equal to or greater than one-half (1/2)

shall be adjusted to the next highest whole number.

Bicycle racks shall be clearly visible from the building

entrance they serve and not mounted less that fifty (50°)

feet from said entrance or as close as the nearest non-ADA

parking space, whichever is closest.

17.96.080: NOTICE:

All property owners adjacent to properties under application for design
review shall be notified by mail ten (10) days prior to the meeting of the
date at which said design review is to be considered by the Commission.

17.96.090: TERMS OF APPROVAL:

A.

Design Review Approval

1.

The term of design review approval shall be twelve (12) months from the date that findings of fact, conclusions
of law and decision are adopted by the Commission or upon appeal, the date the approval is granted by the
Council subject to changes in zoning regulations.

Application must be made for a building permit with the Ketchum planning and building department during
the twelve (12) month term. Once a building permit has been issued, the design review approval shall be valid
for the duration of the building permit.

Unless an extension is granted as set forth below, failure to file a complete building permit application for a
project in accordance with these provisions shall cause said approval to be null and void.

Extensions of Design Review Approval.

1.

For design review approvals pertaining to "civic" buildings, the Administrator may, upon written request by
the holder, grant a maximum of two (2) twelve (12) month extensions to an unexpired design review approval.
For design review approvals pertaining to all other buildings, the city may, upon written request by the holder,
grant a maximum of two (2) twelve (12) month extensions to an unexpired design review approval. The first
twelve (12) month extension shall be reviewed by the Administrator. The second twelve (12) month extension
shall be reviewed by the Commission. Whether or not an extension is warranted shall be based on the
following considerations:
a. Whether there have been significant amendments to ordinances which will apply to the subject design
review approval;
b. Whether significant land use changes have occurred in the project vicinity which would adversely
impact the project or be adversely impacted by the project;
¢. Whether hazardous situations have developed or have been discovered in the project area; or



d. Whether community facilities and services required for the project are now inadequate.
3. If any of the foregoing considerations are found to exist with regard to the project for which an extension is
sought, an extension will not be granted and the city shall issue this decision in writing; otherwise the city
shall approve such an extension. No extensions shall be granted for an expired design review approval.

17.96.100: FEES AND COSTS:

Each applicant for design review approval shall pay to the city certain fees and costs to reimburse the city the reasonable
costs of administering and regulating this chapter, including reimbursement for city engineer fees. Said fees and refunds,
if any, shall be set by resolution of the Council and shall be paid prior to scheduling of an application before the Commission
for design review consideration. Said fees shall be nonrefundable.



DESIGN REVIEW APPLICATION CERTIFICATION OF COMPLETENESS

Project Name: Reviewed by:
Date: Time:

REQUIRED DOCUMENTS (CHECK ALL THAT APPLY):

1 Design review application form including project name, location, applicant, owner, project representatives and contact
information.

1 One (1) PDF electronic set of the complete application containing all requirements as listed below, plans appropriately
scaled, shall be submitted. Electronic record of the materials and color sample board may be satisfied with photos. One

(1) hardcopy set of scalable plans showing at a minimum the following:

I Vicinity map, to scale, showing the project location in relationship to neighboring buildings and the surrounding
area. Note: a vicinity map must show location of adjacent buildings and structures.

1 Drainage plan (grading, catch basins, piping, and dry-wells).
1 Utilities plan (location and size of water and sewer mains and services, gas, electric, TV and phone).

[ Site plan, to scale, showing proposed parking (including parking stall dimensions), loading, general circulation and
snow storage. List square footage of subject property including lot dimensions.

[0 Landscape plan (existing landscaping on the site shown and adjacent right-of-way as retained, relocated or
removed; proposed landscaping including species type, size and quantity).

I Floor plan. List gross and net square footage for each floor. List occupancy classification and type of construction.
[ Detailed elevations of all sides of the proposed building and other exterior elements (colors, materials).

[ Exterior lighting plan, pursuant to chapter 17.132, showing location, height, type and lumen output; spec sheets
for fixtures; illuminance levels/photometrics for exterior lighting.

[l Photometric analysis prepared by MH Companies (see city Right-of Way and Lighting Standards at
https://www.ketchumidaho.org/sites/default/files/fileattachments/streets amp facilities/page/2851/row_standar
ds - 2022.pdf ) showing placement of street light fixtures and average and maximum footcandle illumination along
the sidewalk adjacent to the project.

L1 Will-serve letters from Idaho Power Company and Clear Creek Disposal

1 One (1) 11” x 17” materials and colors sample board showing all exterior materials used on the fagade of the
structure. A digital copy may be sufficient as approved by the Administrator.

[ At least one week prior to the scheduled Commission meeting, on the site applicant shall stake the building corners
for all proposed buildings and additions, all trees proposed to be removed shall be flagged and the applicant shall
install story poles, or other height delineation method pre-approved by the Administrator, at the maximum roof peaks
of the proposed buildings. Documentation of this work shall be provided to the project planner one week prior to the
meeting. Failure by the applicant to perform this work one week prior to the Commission meeting shall result in a
continuation of the project for consideration.


https://www.ketchumidaho.org/sites/default/files/fileattachments/streets_amp_facilities/page/2851/row_standards_-_2022.pdf
https://www.ketchumidaho.org/sites/default/files/fileattachments/streets_amp_facilities/page/2851/row_standards_-_2022.pdf

1 For projects requiring pre-application design review, a model or computer simulation renderings, as described in
subsection 17.96.010(C) of this chapter shall be required.

e For new multi-tenant buildings, a master signage plan shall be submitted.

e The Administrator may waive some submittal requirements if it is determined the information is not
relevant to the design review.

e Other information as required by the Administrator or the Commission.

e Design review fee shall be submitted as described in section 17.96.100 of this chapter.

STAFF COMMENTS:
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cCLtEAR CREEK DISPOSAL

PO Box 130 o Ketchum, 1D 83340 e Phone 208.726.9600 ¢ www.ccdisposal.com

Aprit 4, 2024

Morgan Landers

Director of Planning and Building
City of Ketchum

P O Box 2315

Ketchum, 1D 83340

Via: mtanders@ketchumidaho.org
Re: Bigwood Golf Recreation Center

Ms. Landers,

Please allow this letter to serve that Clear Creek Disposal is in agreement with the service
requested in the attached letter for a new clubhouse.

There will not be a commercial operation and carts that they wheel to the street for servicing witl
suffice.

Respectfully,

Mike Goitiandia
Clear Creek Disposal

hwgl




ARCHITECTURAL

SYMBOLS

BUILDING SECTION
TAG

:SECTON NUMBER
SHEET WHERE DRAWN

m ELEVATION NUMBER
ELEVATION TAG w

SHEET WHERE DRAWN

- ELEVATION DIRECTION
NTERIOR - ELEVATION NUMBER
ELEVATION TAG
T SHEET WHERE DRAWN
DETAIL NUMBER
_/ \A54
SHEET WHERE DRAWN
DETAIL BLOWUP [ ]
CONSTRUCTION o
GRID
WINDOW TAG
DOOR TAG
WALL ASSEMBLY
CONSTRUCTION o
ASSEMBLY A
- ROOMNAME
ROOM NAME
AND NUMBER - ROOM NUMBER
ELEVATION MARK OB AR
FIXTURE/FINISH/
APPLIANCE TAG

CONSTRUCTION ELEMENT
BELOW/BEHIND

CONSTRUCTION ELEMENT
ABOVE/IN FRONT

MATERIAL SYMBOLS

EARTH

GRAVEL

| CAST IN PLACE CONCRETE

AR
// PRE-CAST CONCRETE

| CONCRETE BLOCK

BRICK

STEEL

PLYWOOD/SHEATHING

FINISH WOOD

ROUGH CARPENTRY;
CONTINUOUS

ROUGH CARPENTRY;
BLOCKING

GYPSUM BOARD

RIGID INSULATION

BATT INSULATION

SPRAY FOAM INSULATION

STUCCO

PROJECT DIRECTORY

ZONING INFORMATION

OWNER:

Bigwood Homeowners Association
c/o Angela Bearup

Overwatch Management

220 2nd Ave. S

Ketchum, ID 83340

ARCHITECT:

SCOTT PRENTICE ARCHITECTS

P.O. Box 9937

Ketchum, ID 83340

T: 310-991-4763

EMAIL: Scott@scottprenticearcitects.com

STRUCTURAL ENGINEER:
PLAN NORTH ENGINEERS

1401 S ROBERT SREET

BOISE, ID 83705

Garrett Dahl, E.I.

O: (208) 874-3996
garrett@plan-north.com

ENERGY CONSULTANT:

JOHN REUTER - GREENWORKS
126 S. MAIN ST. SUITE B4

HAILEY ID 83333

T: 208.721.2922

EMAIL: john@idahogreenworks.com

SURVEYOR/CIVIL ENGINEER:
BENCHMARK ASSOCIATES, P.A.
PO BOX 733 100 BELL DRIVE
KETCHUM IDAHO 83340

T: 208.726.9512

EMAIL: GARTH@BMASB.COM

LOT AREA: 108,161 SF
2.48 Acres
LOT COVERAGE: 1.6% = 1,730 SF
1,490 SF (BUILDING) 240 SF (ROOF OVERHANGS)
ALLOWABLE COVERAGE: 35% = 37,856.35 SF
PROPOSED BUILDING ENVELOPE: 1,082 SF
ALLOWABLE BLDG HEIGHT: 35'-0"
PROPOSED BLDG HEIGHT: 23'-31/2"
ZONING: LR - LIMITED RESIDENTIAL
PROPOSED BLDG USE: CLUBHOUSE
EXISTING BLDG AREA:
1ST FLOOR = 4,466.75 SF
2NDFLOOR = XXX SF
TOTAL= 4,466.75 SF
PROPOSED BLDG AREA:
1ST FLOOR = 1,792.07 SF
Covered Exterior 621.34
Exterior Restroom 51.9
TOTAL= 2,465.31 SF
SETBACKS REQUIRED PROVIDED
FRONT: 15'-0" 150"
SIDE: 15'-0" 150"
REAR: 15'-0" 150"
PARKING REQ'D: X SPACES
PARKING PROVIDED: X SPACES

GENERAL NOTES

CODE ANALYSIS

1. ALL WORK SHALL BE EXECUTED IN ACCORDANCE w/ THE 2018 IRC
AND ALL FEDERAL, STATE, AND LOCAL CODES AND AGENCIES
HAVING JURISDICTION. IT SHALL BE THE RESPONSIBILITY OF THE
GENERAL CONTRACTOR AND RESPECTIVE SUB-CONTRACTORS TO
BUILD TO SATISFY THESE CODES AND CALL FOR ALL NECESSARY
INSPECTIONS.

2. DO NOT SCALE DRAWINGS. ALL NOTES AND NOTED DIMENSIONS
TAKE PRECEDENCE OVER VISUAL REPRESENTATIONS OF ASSUMED
INFORMATION SHOWN. ALL MANUFACTURERS' OR FABRICATORS'
PRINTED WARNINGS, SPECIFICATIONS AND INSTALLATION
INSTRUCTIONS TAKE PRECEDENCE OVER CONSTRUCTION
DRAWINGS UNLESS AN EXCEPTION IS NOTED. MANUFACTURERS'
OPERATING RECOMMENDATIONS SHALL BE STRICTLY OBSERVED.

3. DIMENSIONS SHOWN ON FLOOR PLANS, SECTIONS, ELEVATIONS,
AND DETAILS ARE TO GRID LINES, FINISH FACE OF EXISTING WALLS,
AND TO THE FACE OF STUDS, MASONRY, AND CONCRETE OF NEW
WALLS UNLESS OTHERWISE NOTED.

4.  VERIFYALL EXISTING STRUCTURAL AND LOAD-BEARING
CONDITIONS PRIOR TO ANY DEMOLITION WORK OR ANY NEW
CONSTRUCTION. CONTACT ARCHITECT IMMEDIATELY IF ANY
DISCREPANCIES EXIST.

5. IF THE CONTRACTOR ASCERTAINS AT ANY TIME THAT
REQUIREMENTS OF THIS CONTRACT CONFLICT WITH, OR ARE IN
VIOLATION OF APPLICABLE LAWS, CODES, REGULATIONS AND
ORDINANCES, HE/SHE SHALL NOT PROCEED WITH WORK IN
QUESTION, EXCEPT AT HIS/HER OWN RISK, UNTIL THE ARCHITECT
HAS BEEN NOTIFIED IN WRITING AND WRITTEN DETERMINATION IS
MADE BY THE ARCHITECT. WHERE COMPLETED OR PARTIALLY
COMPLETED WORK IS DISCOVERED TO BE IN VIOLATION WITH
APPLICABLE LAWS, CODES , REGULATIONS AND ORDINANCES,
CONTRACTOR SHALL BE REQUIRED TO REMOVE THAT WORK FROM
THE PROJECT AND REPLACE SUCH WORK WITH ALL NEW
COMPLYING WORK AT NO ADDITIONAL COST TO THE OWNER OR
ARCHITECT.

6.  ANY WORK INSTALLED IN CONFLICT WITH THE CONTRACT
DOCUMENTS SHALL BE CORRECTED BY THE CONTRACTOR AT HIS/
HER EXPENSE AND AT NO ADDITIONAL EXPENSE TO THE OWNER,
ARCHITECT, OR CONSULTANTS.

7. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL EXISTING
UTILITIES BELOW GRADE AND RELATED SERVICES CONNECTIONS
WITH THE RESPECTIVE UTILITY COMPANIES.

8. INSTALLATION OF ALL SELECTED MATERIALS SHALL BE COMPLETE
IN ALL RESPECTS PRIOR TO FINAL ACCEPTANCE. ANY
MISCELLANEOUS ITEMS OR MATERIALS NOT SPECIFICALLY NOTED
BUT REQUIRED FOR PROPER INSTALLATION SHALL BE FURNISHED
BY THE CONTRACTOR.

9. ALLITEMS TO BE INSTALLED PER MANUFACTURERS'
SPECIFICATIONS AT MINIMUM. NOTIFY ARCHITECT OF ANY
DISCREPANCIES BETWEEN THE DRAWINGS AND MANUFACTURERS'
RECOMMENDATIONS PRIOR TO INSTALLATION.

10. ALL RIGHT OF WAY IMPROVEMENT PER CIVIL GRADING AND
DRAINAGE PLAN MUST BE COMPLETED PRIOR TO ISSUANCE OF A
TEMPORARY OR FINAL CERTIFICATE OF OCCUPANCY UNLESS
OTHERWISE AGREED UPON IN WRITING BY THE CITY.

11. ALL LANDSCAPE IMPROVEMENTS SHOWN ON SHEET A007 SHALL BE
INSTALLED PRIOR TO ISSUANCE OF ATEMPORARY OR FINAL
CERTIFICATE OF OCCUPANCY UNLESS OTHERWISE AGREED UPON
IN WRITING BY THE CITY.

Building Height Certification Notes:

12. Foundation Location Certification by a licensed surveyor is required
to be submitted to the Planning and Building Department for review
and approval prior to foundation inspection.

13. Building height certification by a licensed surveyor is required to

be submitted to the Planning and Building Department for review
and approval prior to scheduling of a framing inspection.

APPLICABLE CODES:
2018 INTERNATIONAL BUILDING CODE
2018 INTERNATIONAL RESIDENTIAL CODE
2018 INTERNATIONAL ENERGY CONSERVATION CODE
2018 INTERNATIONAL MECHANICAL CODE
2018 UNIFORM PLUMBING CODE
2022 NATIONAL ELECTRIC CODE
2018 INTERNATIONAL FUEL GAS CODE

GOVERNING AUTHORITY:
CITY OF KETCHUM, COUNTY OF BLAINE, STATE OF IDAHO

ENERGY ANALYSIS

2018 IECC | CHAPTER 4 | RESIDENTIAL ENERGY EFFICIENCY REQUIREMENTS FOR
CLIMATE ZONE 6B

BUILDING ENVELOPE REQUIREMENTS -- OPAQUE ASSEMBLIES (TABLE R402.1.1)

REQUIRED: PROVIDED:
CEILING

WALLS
SLAB-ON-GRADE

BUILDING ENVELOPE REQUIREMENTS -- FENESTRATION (TABLE C402.3)

REQUIRED: PROVIDED:
FIXED FENESTRATION
SKYLIGHT
SHGC N/R

1. ALL NEW WORK SHALL COMPLY WITH THE MINIMUM R-VALUES AND MAXIMUM U-VALUES LISTED
PROVIDED IN ATTACHED RES-CHECK DOCUMENTS

2. THE THERMAL BUILDING ENVELOPE SHALL PROVIDE A CONTINUOUS AIR BARRIER WITHIN THE
ENVELOPE ASSEMBLY.

3. WINDOW AND DOOR ASSEMBLIES SHALL BE LABELED CERTIFYING THAT THEY HAVE BEEN
TESTED IN ACCORDANCE WITH NFRC PROCEDURES BY AN ACCREDITED, INDEPENDENT LAB.
WINDOWS, SLIDING GLASS DOORS, AND SWINGING DOORS SHALL HAVE AN AIR INFILTRATION
RATE OF NO MORE THAN 0.2 CFM/SF. CURTAIN WALLS AND STOREFRONT GLAZING SHALL HAVE
AN AIR INFILTRATION RATE OF NO MORE THAN 0.06 CFM/SF.

4. OPENINGS AND PENETRATIONS IN THE AIR BARRIER SHALL BE APPROPRIATELY SEALED.

5. RECESSED LIGHTING INSTALLED IN THE BUILDING THERMAL ENVELOPE SHALL BE SEALED TO
LIMIT AIR LEAKAGE BETWEEN CONDITIONED AND UNCONDITIONED SPACES.

FIRE SPRINKLERS

Clubhouse structure to be fully sprinklered meeting the
requirements of NFPA13.

FIRE DETECTION SYSTEM NOTE

An approved monitored fire detection system shall be installed
per City of Ketchum Ordinance #1217 (www.ketchumfire.org)
and the requirements of NFPA 72. Alarm system plans shall be
submitted to the Ketchum Fire Department for approval and a
permit is required prior to installation of alarm systems.

POOL AND SPA NOTE

Pool and spa scope of work under separate permit. Spas and
Pools shall meet the requirements of the International Pool
and Spa Code adopted by the City of Ketchum.
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ARTISTAR - RING MOUNT LED

IP66 RATED

ARTISTAR - RING MOUNT LED IP66 RATED

‘ TYPI

ARTISTAR - RING MOUNT LED IP66 RATED

‘ TYPI

LAMP & DRIVER DATA (e64, e65, €66, £74)

LANDSCAPE PLANT MATERIAL SPECIFICATIONS

Drivers (cc
CATALOG NUMBER LOGIC DRIVER Input Volts InRush Current [o] i i [o] Ambient
Example: RM - 25 - AR - LED - €64 - NSP - A7 - SAP - 12 -11- D DATA  12vac/DC50/60Hz  <250mA (non-dimmed) 700mA  Magnetic Low Voltage Dimmer  -22°F-194°F (-30°C - 90°C)
MATERIAL
(Blank) - Aluminum B - Brass S - Stainless Steel
SERIES
“D" CAP “E" CAP “C" CAP LM79 DATA L70 DATA OPTICAL DATA H
icea pungens
ccT CRI Input Watts Minimum Rated Life (hrs.) Delivered o )
LEAD LENGTH X m
BKNo (Typ.) (Typ.) (Typ.) 70% of initial lumens (L,,) Angle cBcp Lumens Multiplier
5-5Ft of Lamp Leads and Cable 2700K 80 7 50,000 13° 5993 456 087
Ring Mounting TR Series Power Pipe UPMRM z . D ht T |
25 - 25 Ft. of Lamp Leads and Cabl
of Lamp Leads and Cable Y 2700K 80 7 50,000 16° 4546 445 0.87 ro u g O e ran Ce
FIXTURE SPECIFICATIONS oot 2700K 80 7 50000 2 1726 397 087 . ;
AR - ArtiStar 8. er ee S OW LU |n WK.
2700K 80 7 50,000 31 131 399 087
SOURCE y T
ELECTRICAL WYATIASE TWLED 3000K 80 7 50,000 13° 6131 466 089 AS pec‘t ' S un
LED - with Integral Dimming Driver (25W min. load when dimmed)* ] ADJUST-E-LUME Integral electronics allows dynamic lumen response at the individual fixture. Indexed (100% to 25% nom.) o .
| s ot 3000K 80 7 50,000 16 4650 455 0.89
LED TYPE umen output, Maintains output at desired level or may be changed as conditions require. Specify factory 65
a3/a preset output intensity. 3000K 80 7 50,000 23 1766 406 0.89
€64 - 7W LED/2700K €79 - 7W LED/2700K 90CRI (121mm) WIRING Outdoor rated, 18Ga,, 30V, 60°C rated and certified to UL 1838 standard. Anti-Siphon Valve (ASV™) prevents 3000K 80 7 50,000 31° 157 409 0.89
€65 - 7W LED/3000K €80 - 7W LED/3000K 90CRI . a “wicking" through conductor insulation. "
77/8 (102mm) R . . 5K Ligh 4000K 80 7 50,000 13 6889 524
€66 - 7W LED/4000K  e81- 7W LED/3500K 80CRI (200mm) — REMOTE TRANSFORMER For use with 12VAC remote transformer or magnetic transformers only. B-K Lighting cannot guarantee "
70 LED/AD - performance with third party manufacturers' transformers. 66 4000K 80 7 50,000 16 5225 51
er- moer astmm) == o ) ) 4000K 80 7 50,000 23° 1984 456
oPTICS PHYSICAL MATERIALS Furnished in copper-free aluminum (6061-T6), brass (360) or stainless steel (304). 000K P 7 50000 e 1300 259
NSP - Narrow Spot (13°) MFL - Medium Flood (23°) BODY Unibody design is fully machined from solid billet and provides enclosed, water-proof wireway and integral "
“Dosigned for use with LED transformer. Requires o Spot 1) WL - Wide Fiod (31) 33/16" heat sink for maximum component life. High temperature, silicone 'O’ Ring provides water-tight seal. Amber 80 7 50,000 13 3,927 299 057 R D R O K R E D M AP I_l A b 1 R d R k .t |
megneti low votage dimmer: ADJUST-E-LUME OUTPUT INTENSITY** (e1mm) MOUNTING Ring 3/4” O.D. black oxide stainless steel mounting ring allows for cable or hook mounting. Machined 7 Amber 80 7 50,000 16° 2,978 291 057 E C E | ) Ce r ru rU | I I e O C e
wtPlease see Adjust-e-Lume phatometry to aluminum endcap in black anodize finish for maximum corrosion resistance provides water tight enclosure Amber 80 7 50,000 23° 1131 260 057
ajust A9 (Standard), A8, A7, A6, A5, Ad, A3, A2, Al with fully potted antiwicking LED connectors. 5’ or 25' 18Ga, 2 wire low voltage cable from fixture body =
determine desired intensity. to facilitate external wire splice. Fixture is suspended by 1/32" strand stainless steel safety cable with oval Amber 80 7 50,000 31 741 262 057 D h T |
FINISH (See page 2 for full-color swatches) L‘ sleeve. ro U g O e ra n C e
N = 21/4"
Standard Finishes (BZP, BZW, BLP, BLW, WHP, WHW, SAP, VER) (56mm) CAP Fully machined and accommodates two (2) lens or louver media. Vva-ter N eed S . LOW O 2 O 5 | n/Wk
Premium Finish (ABP, AMG, AQW, BCM, BGE, BPP, CAP, CMG, CRM, HUG, NBP, OCP, RMG, SDS, SMG, LENS Shock-resistant, tempered glass lens is factory adhered to fixture cap and provides hermetically sealed OPTICS . . . '
Fremun P optical compartment. Optic Angle A spect: S un
Also available in RAL Finishes LED Integrated solid state system. High power, forward throw source complies with ANSI C78.377 binning NSP - Narrow Spot P p .
requirements and exceeds ENERGY STAR® lumen maintenance requirements. LM-80 certified components. d
Brass Finishes (MAC, POL, MIT) Integral dimming driver. Minimum 50,000 hour rated life at 70% of initial lumens (L70). LED® technology SP - Spot 16°
- - rovides long life, significant energy reduction and exceptional thermal management
Stainless Steel Finishes (MAC, POL) P 9 9 vy P 9 MFL - Medium Flood 23
LENS TYPE DIMMING Line voltage dimmable via magnetic low voltage dimmer. For use with low voltage dimmer with dedicated -
neutral conductor. For purposes of dimming: Remote magnetic transformer with LED® Power of ‘&’ WFL - Wide Flood 31°
12 - Soft Focus 13 - Rectilinear technology loads should be loaded to 25% of the transformer VA (watts) rated value.
SHIELDING OPTICS Interchangeable, color-coded OPTIKIT modules permit field changes to optical distribution.
11 - Honeycomb Baffle STANDARD FINISHES PREMIUM FINISHES HARDWARE Tamper-resistant, stainless steel hardware.
CAP STYLE ‘ | | | | FINISH StarGuard, our 15-stage chromate-free process cleans and conversion coats aluminum components prior to .
- application of Class ‘A’ TGIC polyester powder coating and is RoHS compliant. Powder coat or metal finish n 1
C - Flush - - — - Cascade Mtn. Rocky Mtn. Sierra Mtn Aleutian Mtn Textured Forest options available for brass material and metal finish option only for stainless steel material. a u S rl n n OW
D~ a5 Loss Weenhor Satin Black Satin Bronze  Satin White Satin Aluminum Granite (CMG) ~ Granite (RMG)  Granite (SMG)  Granite (AMG)  (TXF) ) )
- 45° Less Weephole (BLP) (BzP) (WHP) (SAP) ‘ ‘ | | WARRANTY 5-year limited warranty.
E - 90° Less Weephole CERTIFICATION & LISTING ITL tested to IESNA LM-79. UL Listed. Certified to CAN/CSA/ANSI Standards. RoHS compliant. Suitable for
Black Chrome  Beige (BGE) Weathered Old Copper Hunter Green : . g . D h‘t T |
‘ ‘ ‘ ‘ ‘ ‘ ‘ BCM) Copper (WCP)  (OCP) (HUG) indoor or outdoor use and in wet locations. IP66 Rated. Made in the USA with sustainable processes. ro u O e ran Ce
| S W Vo — T | S @ Water Needs: Low (0.2-0.5 in/wk.)
(BLW) (BZW) (WHW) (VER) Antique Brass Brown Patina Sonoran Desert ~ Weathered Iron  Clear Anodized LISTED " " " "
Powder (ABP) Powder (BPP) Sandstone (SDS)  (WIR) Powder (CAP) 2, .
- - | | | | RoHS™ spect: Sun
Click Here to view larger, full-color swatches of all S Antiaue Whit NotralB macem s
A . : ream ntique ite atural Brass E
available finishes on our website. (CRM) (AQW) Powder (NBP) —_—
OsA
B K L GH NG MADE IN THE USA B K L GH NG MADE IN THE USA B K L GH NG MADE IN THE USA B K L GH NG MADE IN THE USA
‘THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, ORTO  12/06/2022 SKU-740 ‘THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, ORTO  12/06/2022 SKU-740 ‘THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, ORTO  12/06/2022 SKU-740 ‘THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, OR TO N E O N B R ST D O G V\/ O O D C 1 1
MANUFACTURE, USE OR SELL ANYTHING IT MAY DESCRIBE. REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN. SUB000940 MANUFACTURE, USE OR SELL ANYTHING IT MAY DESCRIBE. REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN. SUB000940 MANUFACTURE, USE OR SELL ANYTHING IT MAY DESCRIBE. REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN. SUB000940 MANUFACTURE, USE OR SELL ANYTHING IT MAY DESCRIBE. REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN. l | O r n u S a a e O n u rSt
)
Water Needs: Medium (0.5-1 in/wk.)
YUKON LED (INDIRECT) IP66 RATED YUKON LED (INDIRECT) 1P66 RATED YUKON LED (INDIRECT) 1P66 RATED
' ' ' ' .
== | oo | ASH LEAF SPIREA, Sorbaria sorbifolia (New and Existin
H
¢ 3 NUMBER LOGIC
* Fixture Weight = 4.091bs max
CATALOG NUMBER LOGIC D ht T |
SD - Standard LD - Louvered VR - Visor
Example: YK - | - LED - A2790 - BLP - SD - B1 - BLW - 010 - MT ' roug O erance
Water Needs: Medium (0.5-1 in/wk.)
(Blank) - Aluminum B - Brass S - Stainless Steel — [5 178" ] | | — ; 8 ‘/5”] — | — [2%‘/5"] —
206mm 206mm 6mm .
Aspect: Dappled Sun/Sun
YK - Yukon Commercial Steplight
STYLE s ¥ s
S [ I— e [=]
| - Indirect L L &
SOURCE
LED - Linear Array
SD - Standard LD - Louvered VR - Visor SPECIFICATIONS H H
KARL FOERSTER FEATHER REED GRA lam t tifl
11/8" 4
A2780 - 12W/2700K/80CRI  A2790 - 12W/2700K/90CRI [28mm] ELECTRICAL WATTAGE 2w y a a ag rOS I S aC U | O ra
A3080 - 12W/3000K/80CRI  A3090 - 12W/3000K/90CRI i ] i 5 — OPERATING VOLTAGE 120-277 VAC
—= —
S

A3580 - 12W/3500K/80CRI  A3590 - 12W/3500K/90CRI T vz Lo T' WIRING 18GA Stranded, XLPE, 150°C, 600V wire.

A4080 - 12W/4000K/80CRI  A4090 - 12W/4000K/90CRI [i2mm] [1zmm] [,;ff;“] DRIVER One (1) 440mA, Class II, constant current integral driver. 50/60 Hz. >09 Power Factor, 5A in-rush D fou g ht TO | erance
current(typical at 120 VAC), £20%THD (nominal at 120 VAC full load). Output over-voltage, over-current, . .
and short circuit protection with auto recovery. Dimming driver for se with 0-10V, Incandescent, Standard Wate r N eed S: M ed ium (O 5 - ‘| in / Wk )
. . .

FINISH (See page 2 for full-color swatches)
Standard Finishes (BZP, BZW, BLP, BLW, WHP, WHW, SAP, VER)
Premium Finish (ABP, AMG, AQW, BCM, BGE, BPP, CAP, CMG, CRM, HUG, NBP, OCP, RMG, SDS, SMG,

TRIAC, or ELV dimmers. 1-100% range. *TRIAC/ELV dimming at 120 VAC only.

Housing may be shipped ahead upon request.

TXF, WCP, WIR) PHYSICAL MATERIALS Furnished in copper-free aluminum (6061-T6)
Also available in RAL Finishes HOUSING Corrosion-free composite, made from high strength, thermo-formed, sheet molded polyester compound
- al forced, f tardant with knockout pl d (4) side flats for 1/2" or 3/4" condut adapters.
ilds up 0 60% loss inoutput Brass Finshes (MAC, POL,MIT) o lass reinforced, flame retardant with knockout plugs and (4) side flats for 1/2" or 3/4" conduit adapters
- WATER MANAGEMENT Anti-condensation and corrosion vent equalizes fixture pressure and eliminates potential for damage to
120V only Stainless Steel Finishes (MAC, POL) [118mm] internal components,
FACEPLATE BACKPLATE Interchangeable backplate options.
. ' ' o
SD - Standard LD - Louvered VR - Visor FACEPLATE Fully machined. Offered with non-visible, tamper-resistant set screws, G O LDS | l | R M B I_A< ; KEYE D S l I SAN R u d beC kl a fu | Id a Var S u | | |Van‘t| I ! G O | d S't u rm !
BACKPLATE . FINISH StarGuard®, our exclusive RoHs compliant, 16 stage chromate-free process cleans and conversion coats 1) .
_ . aluminum components prior to application of Class ‘A' TGIC polyester powder coating. Brass components
B1 - Stepped (For use with SD and VR Faceplate) ® [127mm_ are available in powder coat or handcrafted metal finish. Stainless steel components are available in
B2 - Curved (For use with SD and LD Faceplate) handcrafted metal finish. D ro u ht TO | e ran Ce
BACKPLATE FINISH WARRANTY 5-year limited warranty. g
(Blank) - Backplate finish matches faceplate finish CERTIFICATION & LISTING UL tested to IESNA LM-79. UL Listed. Certified to CAN/CSA/ANS| Standards. RoHS compliant, Suitable for VV -t N d . L O 2 _ O 5 | / k
- - B1 - Stepped B2 - Curved ] o indoor or outdoor use, in wet locations, and for installation within 4' of the ground. For use in concrete. IP66 8. er ee S . OW . . | n WK.
BLW?* - Black Wrinkle finish for glare reduction [ I 1 Rated. Made in the USA.
12mm .
Aspect: Sun
ELV - 12W Dimming Driver (For use with Electronic Low Voltage Dimmer)**
INC - 12W Dimming Driver (For use with Incandescent Dimmer)**
010 - 12W Dimming Driver (For use with 0-10 Dimmer) STANDARD FINISHES PREMIUM FINISHES AN D/ O R
INPUT VOLTAGE ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ | | | |
MT -120-277 VAC Cascade Mtn. Rocky Mtn. Sierra Mtn Aleutian Mtn Textured Forest
SatinBlack  Satin Bronze  SatinWhite  Satin Aluminum Granite (CMG)  Granite (RMG)  Granite (SMG)  Granite (AMG)  (TXF)
i ANNUAL PLANTING TBD
Black Chrome  Beige (BGE) Weathered 0ld Copper Hunter Green
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ (BcM) Copper (WCP)  (OCP) (HUG)
Black Wrinkle ~ Bronze Wrinkle ~ White Wrinkle ~ Verde l:l _ ‘ ‘ ‘ ‘ ‘ n@us
Black! Bronze Whhite Wrinkle - Verde AnfqueBrass | Broun Patina | Somoran Deseri  Weathered ron  Clear Anodized i Droug ht Tolerance
Powder (ABP)  Powder (BPP)  Sandstone (SDS)  (WIR) Powder (CAP) RoHS 2,
o Water Needs: L 0.2-0.5 in/wk
Click Here to view larger, full-color swatches of all ‘c ‘ ‘A P—— ‘ ‘N T ‘ mapem THE a er ee S . OW LU, In W .
available finishes on our website. P ¢ :g“j‘;‘)e e Raw (NEP) L =

Tea Aspect: Sun
B-K LIGHTING

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, ORTO 02/27/2023 SKU-1342

B-K LIGHTING | wotnneus

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, ORTO 02/27/2023 SKU-1342

B-K LIGHTING | wotnneus

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, ORTO  02/27/2023 SKU-1342

MANUFACTURE, USE OR SELL ANYTHING IT MAY DESCRIBE. REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN. SUB-2820-00 MANUFACTURE, USE OR SELL ANYTHING IT MAY DESCRIBE. REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN. SUB-2820-00 MANUFACTURE, USE OR SELL ANYTHING IT MAY DESCRIBE. REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN. SUB-2820-00
SCOTTISH LINKS GRASS, Hydroseed Mix (100 lbs/ acre):
, 1Y :
Drought Tolerance
LAMP & DRIVER DATA (YUKON INDIRECT - page 1 of 2) LAMP & DRIVER DATA (YUKON INDIRECT - page 2 of 2) Wa.ter NeedS LOW (O 2 O 5 II’]/WK )
DATE ‘ ‘ TYPL DATE ‘ ‘ TYPL Aspect Sun
LM79 DATA OPTICAL DATA LM79 DATA OPTICAL DATA
BKNo. CCT(Typ.) (1(':;;'-) F‘;’)::r: L70 Data Ori::tgtion pl Optic ¥ Class Bug Del. Lumens Multiplier BKNo. CCT(Typ.) (':‘:ynpl.) F‘:;(;:rse L70 Data OrieI}lEt:tion pl Optic s Class Bug Del. Lumens Multiplier
A2780 2700 80 12 50,000 0° B1 SD 1 Type IV BO U3 G1 381 0.92 A3590 3500 90 12 50,000 0° B1 SD 1 Type IV BO U3 G1 336 0.81
A2780 2700 80 12 50,000 30° B1 SD 1 Type I BO U3 G1 362 0.92 A3590 3500 90 12 50,000 30° B1 SD 1 Type Il BO U3 G1 319 0.81
A2780 2700 80 12 50,000 60° B1 SD 1 Type lll BO U3 G1 252 0.92 A3590 3500 90 12 50,000 60° B1 SD 1 Type llI BO U3 G1 222 0.81
A2780 2700 80 12 50,000 0° B1 sD 2 Type Il BO U3 G1 320 0.92 A3590 3500 90 12 50,000 0° B1 SD 2 Type Il BO U3 G1 282 0.81
A2780 2700 80 12 50,000 0° B2 SD 1 Type IV BO U3 G1 443 0.92 A3590 3500 90 12 50,000 0° B2 SD 1 Type IV BO U3 G1 390 0.81
A2780 2700 80 12 50,000 0° B2 LD 1 Type llI BOU2G1 220 0.92 A3590 3500 90 12 50,000 0° B2 LD 1 Type Il BoU2G1 194 0.81
A2780 2700 80 12 50,000 0° B1 VR 1 Type Il BO U2 G1 237 0.92 A3590 3500 90 12 50,000 0° B1 VR 1 Type Il BOoU2G1 209 0.81
A3080 3000 80 12 50,000 0° B1 SD 1 Type IV BOU3G1 390 0.94 A4090 4000 90 12 50,000 0° B1 SD 1 Type IV BO U3 G1 346 0.83
A3080 3000 80 12 50,000 30° B1 SD 1 Typelll BOU3G1 370 0.94 A4090 4000 90 12 50,000 30° B1 SD 1 Typelll BOU3G1 328 0.83 R eCeSSed S‘te p | i g h‘t
A3080 3000 80 12 50,000 60° B1 SD 1 Type Il BO U3 G1 258 0.94 A4090 4000 90 12 50,000 60° B1 SD 1 Type Il BO U3 G1 229 0.83
A3080 3000 80 12 50,000 0° B1 SD 2 Type lll BO U3 G1 328 0.94 A4090 4000 90 12 50,000 0° B1 SD 2 Type lll BO U3 G1 291 0.83
A3080 3000 80 12 50,000 0° B2 SD 1 Type IV BOU3G1 453 0.94 A4090 4000 90 12 50,000 0° B2 SD 1 Type IV BO U3 G1 402 0.83 (See P | an)
A3080 3000 80 12 50,000 0° B2 LD 1 Type Il BO U2G1 225 0.94 A4090 4000 90 12 50,000 0° B2 LD 1 Type Il BoU2G1 200 0.83
A3080 3000 80 12 50,000 0° B1 VR 1 Type Il BOU2G1 243 0.94 A4090 4000 90 12 50,000 0° B1 VR 1 Type Il BO U2 G1 215 0.83 . .
A3580 3500 80 12 50,000 0° B1 SD 1 Type IV BO U3 G1 402 0.97 B K I_I 9 htl n 9
A3580 3500 80 12 50,000 30° B1 sD 1 Type lll BO U3 G1 382 097 .
A3580 3500 80 12 50,000 60° B1 sb 1 Typelll  BOU3GI 266 097 RM'5'AR'LED'G64'MFL'A7'BZP'1 2—1 1 -C Amber I_ens F||ter
A3580 3500 80 12 50,000 0° B1 SD 2 Type llI BO U3 G1 338 0.97
A3580 3500 80 12 50,000 0° B2 SD 1 Type IV BO U3 G1 467 097
A3580 3500 80 12 50,000 0° B2 LD 1 Type I BO U2G1 232 0.97
A3580 3500 80 12 50,000 0° B1 VR 1 Type Il BO U2 G1 251 0.97
A4080 4000 80 12 50,000 0° B1 SD 1 Type IV BOU3G1 414 100
A4080 4000 80 12 50,000 30° B1 SD 1 Type lll BO U3 G1 393 100 .
wow w0 s @ s s 1 el mwse i wo Tree Canopy Mounted Tree Downlight
A4080 4000 80 12 50,000 0° B1 SD 2 Type llI BO U3 G1 348 100
A4080 4000 80 2 50,000 o B2 ) 1 TypelV  BOU3GI 481 100 P i d (3) / 2 4 n B T | d t d
A4080 4000 80 12 50,000 0° B2 LD 1 Type lll BO U2G1 239 100 ( rov' e X reeS aS n | Ca e
A4080 4000 80 12 50,000 0° B1 VR 1 Type Il BO U2 G1 258 100
A2790 2700 90 12 50,000 0° B1 SD 1 Type IV BO U3 G1 318 077
A2790 2700 90 12 50,000 30° B1 SD 1 Type Il BO U3 G1 302 077 n . .
A2790 2700 90 12 50,000 60° B1 SD 1 Type Il BO U3 G1 2n 077 60 D |A NAT G RAY B K I_I 9 htl n 9
A2790 2700 90 12 50,000 0° B1 sD 2 Type I BO U3 G1 267 077 '
A2790 2700 90 12 50,000 0° B2 SD 1 Type IV BO U3 G1 370 077 | — PRECAST CONCRETE PLANTER YK—1 —LED—A2780—B2P—SD—B1 —01 O—MT
A2790 2700 90 12 50,000 0° B2 LD 1 Type Il BOU2G1 184 077 . . .
B B Wausau Tile WATF4128 Acid Wash Gray ~ Amber Lens Fiter
A3090 3000 90 12 50,000 0° B1 SD 1 Type IV BO U3 G1 326 079
A3090 3000 90 12 50,000 30° B1 SD 1 Typelll BOU3G1 309 0.79
A3090 3000 90 12 50,000 60° B1 SD 1 Type Il BO U3 G1 216 079 [
A3090 3000 90 12 50,000 o B1 sD 2 Typelll BOU3G1 274 079 NO. ISSUE DATE B I g WO O d C | u b h O u S e
A3090 3000 90 12 50,000 0° B2 SD 1 Type IV BOU3G1 378 079 . .
A3090 3000 90 12 50,000 0° B2 LD 1 Typelll BOU2G1 188 079 1 Pre_ DeS|g n Re\”ew 1 1 /9/23
A3090 3000 90 12 50,000 0° B1 VR 1 Type Il BOU2G1 203 079 | 2 ROM Bid Set 02/26/24 B i g WO O d S U b B | O C k 1 9
B-K LIGHTING | moe e s B-K LIGHTING ' LICENSED 5 oesign reviow
P ETUPE GE O SELL TANTHRVS T MY DESCRBE. FEPROBUCTIN, DISCLOBURE O U2 WHOLT SPEGRIC WATTTEN ATOREATON oF BH LTINS NG, rRCTL Y ORmODER 1 P AETUPE UGE O SELL TANTHRVS T MY DESCRBE. RERROBCTIN, DISCLOBURE O U2 WITHOLT SPEGC WATTTEN ATHOREATON oF BH LTINS NG, rACTL Y ORmODER T 1 A R C H I T E C T 4 Bid Set 04/18/24 K e t C h U m y | D 8 3 3 4 O
AR986291 5 | Design Review Staff Comments 05/24/24 Landscape Planting Schedule & Specifications
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Annual Precast Concrete Planter
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Toldbod 6.1 Outdoor Wall Sconce

By Louis Poulsen
Call Us 877.445.4486

Toldbod 6.1 Outdoor Wall Sconce
By Louis Poulsen

Product Options

Finish: Black

Details

Injection-molded clear polycarbonate bottom shield diffuser
100% down light

Designed in 2014

Interior Color: Matte White

Material: Die-cast Aluminum shade and wall plate

UL Listed Wet

Made In Denmark

Dimensions

Fixture: Depth 10.5", Weight 3.5Lbs
Shade: Height 6.2", Diameter 6.1"
Wall Plate: Diameter 4.5"

Lightin
9 9 Notes:
Lamp Type Incandescent
Total Lumens 330.0
Prepared by: Prepared for:
Project:
# of Bulbs 1 (Not Included) Room:
Placement:
Bulb Type 40W G16 1/2 E12 Approval:
Volts 120
N Color Temp 2700 (Warm)
~
—
Average Lifespan 1500.00
C? 9 p
™ CRI 100
AN
Equivalent Yes

Halogen, CFL or
LED Bulb Can Be
Used

Additional Details

Product URL:
https://www.lumens.com/toldbod-6.1-outdoor-wall-scon
ce-by-louis-poulsen-LPL508327.html

Rating: UL Listed Wet

ITEM#: LPL508327

J+0"

"Main Level

\ East Elevation
)/ SCALE: 1/4" =

1 '—0"

23'-31/2"

5898.3
LAG
_+0"
TMain Level
- | LICENSED
456 ARCHITECT
"Foundation

AR986291

. SCOTT C. PRENTICE
STATE OF IDAHO

South Elevation
/ SCALE: 1/4"

1 I_OII |

EXTERIOR ELEVATION NOTES

1.  PRE-FINISHED COPING, SCUPPERS, CONDUCTOR HEADS AND DOWNSPOUTS SHALL BE
KYNAR FINISH: MEDIUM DARK BRONZE, UNO.

2. EXTERIOR SOFFITS UNDER FLAT AND PITCHED ROOFS SHALL BE SELECT TIGHT KNOT
CEDAR PLANK; FINISH TBD.

3. ALL EXPOSED PIPING AND CONDUIT SHALL BE PAINTED TO MATCH ADJACENT WALL
MATERIAL.

4. PROVIDE SOLID BLOCKING IN WALL FOR BUILDING MOUNTED FIXTURES AS REQUIRED.
REFER TO ELECTRICAL DRAWINGS FOR BUILDING MOUNTED FIXTURE HEIGHTS AND
LOCATIONS.

5. SAMPLES OF ALL MATERIALS SHALL BE SUBMITTED TO OWNER AND ARCHITECT FOR
APPROVAL PRIOR TO INSTALLATION.

EXTERIOR FINISH LEGEND

METAL STANDING SEAM ROOF -
MANUFACTURER: BATTENLOCK HS

SPECIFICATION: 24 GA 16" STANDING SEAM METAL PANEL
FINISH/ COLOR: GALVALUME PVDF RESIN MIDNIGHT BRONZE
NOTES: CONCEALED FASTENERS, CLASS 'A' RATED

RF1

PAINTED STEEL

MANUFACTURER: -

SPECIFICATION: -

FINISH/ COLOR: TNEMEC PAINT-DARK GRAY
NOTES: -

EXTERIOR WOOD

MANUFACTURER: DELTA MILLWORKS

SPECIFICATION: ACCOYA 1X8 ROUGH SAWN 3.0 RIVER STONET&G; VERTICAL
COLOR: MANUFACTURER APPLIED

WD1

EXTERIOR FINISH WOOD TRIM

MANUFACTURER: DELTA MILLWORKS

SPECIFICATION: ACCOYA ROUGH SAWN 3.0 RIVER STONE TRIM PER DETAILS
COLOR: MANUFACTURER APPLIED

WD2

EXTERIOR WOOD

MANUFACTURER: -

SPECIFICATION: SEE EW1 WITH SEMI SOLID STAIN FIELD APPLIED
COLOR: DEEP GRAY

WD3

STONE WALL VENEER
SOURCE: MONTANA ROCKWORKS
SPECIFICATION: CONNECTICUT BLEND LEDGER THIN VENEER

DECKING

MANUFACTURER: CASTOHN

SPECIFICATION: 24X48 MOUNTAIN SLATE PAVERS
ON COMPACTED GRAVEL BASE

COLOR: GRAPHITE

NO. |ISSUE

Pre-Design Review
ROM Bid Set
Design Review

Bid Set

DATE
11/9/23
02/26/24
04/3/24
04/18/24

Bigwood Clubhouse

Bigwood Sub Block 19
Ketchum, ID 83340

| | O[N] =

Design Review Staff Comments 05/24/24

APN N/A Drawn KC
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Toldbod 6.1 Outdoor Wall Sconce

23'-31/2"

By Louis Poulsen
Call Us 877.445.4486

Toldbod 6.1 Outdoor Wall Sconce
By Louis Poulsen

Product Options

Finish: Black

Details

Injection-molded clear polycarbonate bottom shield diffuser
100% down light

Designed in 2014

Interior Color: Matte White

Material: Die-cast Aluminum shade and wall plate

UL Listed Wet

Made In Denmark

Dimensions

Fixture: Depth 10.5", Weight 3.5Lbs
Shade: Height 6.2", Diameter 6.1"
Wall Plate: Diameter 4.5"
Lightin
'ghting Notes:

Lamp Type Incandescent
Total Lumens 330.0
Prepared by: Prepared for:
# of Bulbs 1 (Not Included)
Bulb Type 40W G16 1/2 E12 Approval:
Volts 120
Color Temp 2700 (Warm)
Average Lifespan 1500.00
CRI 100
Equivalent Yes
Halogen, CFL or

LED Bulb Can Be
Used

Additional Details

Product URL:

SP1 https://www.lumens.com/toldbod-6.1-outdoor-wall-scon
ce-by-louis-poulsen-LPL508327.html
Rating: UL Listed Wet

ITEM#: LPL508327

(5 o o

West Elevation

SCALE: 1/4" = 1'-0"

EXTERIOR ELEVATION NOTES

1. PRE-FINISHED COPING, SCUPPERS, CONDUCTOR HEADS AND DOWNSPOUTS SHALL BE
KYNAR FINISH: MEDIUM DARK BRONZE, UNO.

2. EXTERIOR SOFFITS UNDER FLAT AND PITCHED ROOFS SHALL BE SELECT TIGHT KNOT
CEDAR PLANK; FINISH TBD.

3. ALL EXPOSED PIPING AND CONDUIT SHALL BE PAINTED TO MATCH ADJACENT WALL
MATERIAL.

4. PROVIDE SOLID BLOCKING IN WALL FOR BUILDING MOUNTED FIXTURES AS REQUIRED.
REFER TO ELECTRICAL DRAWINGS FOR BUILDING MOUNTED FIXTURE HEIGHTS AND
LOCATIONS.

5. SAMPLES OF ALL MATERIALS SHALL BE SUBMITTED TO OWNER AND ARCHITECT FOR
APPROVAL PRIOR TO INSTALLATION.

@ EXTERIOR FINISH LEGEND

METAL STANDING SEAM ROOF
' ' MANUFACTURER: BATTENLOCK HS
RF1 ) SPECIFICATION: 24 GA 16" STANDING SEAM METAL PANEL
FINISH/ COLOR: GALVALUME PVDF RESIN MIDNIGHT BRONZE
NOTES: CONCEALED FASTENERS, CLASS 'A' RATED

PAINTED STEEL

MANUFACTURER: -

S1 SPECIFICATION: -

FINISH/ COLOR: TNEMEC PAINT-DARK GRAY
NOTES:

'

EXTERIOR WOOD
MANUFACTURER: DELTA MILLWORKS

WD1 SPECIFICATION: ACCOYA 1X8 ROUGH SAWN 3.0 RIVER STONET&G; VERTICAL
COLOR: MANUFACTURER APPLIED

EXTERIOR FINISH WOOD TRIM

WD2 MANUFACTURER: DELTA MILLWORKS
SPECIFICATION: ACCOYA ROUGH SAWN 3.0 RIVER STONE TRIM PER DETAILS
COLOR: MANUFACTURER APPLIED

EXTERIOR WOOD

MANUFACTURER: -

WD3 SPECIFICATION: SEE EW1 WITH SEMI SOLID STAIN FIELD APPLIED
COLOR: DEEP GRAY

23'-3 1/2"

STONE WALL VENEER
ST1 SOURCE: MONTANA ROCKWORKS
SPECIFICATION: CONNECTICUT BLEND LEDGER THIN VENEER

DECKING
MANUFACTURER: CASTOHN
SP1 SPECIFICATION: 24X48 MOUNTAIN SLATE PAVERS
ON COMPACTED GRAVEL BASE
COLOR: GRAPHITE
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